
 

Cronacare Security Screw Drilling Jig & Torque Tightening 

 

This drilling jig is designed to help drill through the insert without damage to the internal thread in the lower sec5on 
of the base. The thread in the base is 4mm with a minor thread size of 3.2mm.  See Major/Minor info below. The tool 
will allow a 3mm drill to pass with clearance.  The jig sits in the countersunk parts of the metal base. The appropriate 
sized drill is supplied with the tool. 

 

 

 

 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

 
 
 

CONTACT DETAILS  Cronapress Ltd, Parkside Works, Otley Road, Guiseley, Leeds LS20 8BH, UK 
Phone: 01943 876 600 Email: info@cronapress.co.uk 

 

Step 1: Make sure the insert 
is properly seated in the 
metal base and all con5nuity 
tests have been performed 
to sa5sfac5on. 

Step 2: place the drilling jig 
over the holes so it is seated in 
the countersunk part. Use a 
3mm drill to drill straight 
through the insert. An up and 
down movement will clear any 
loose rubber 

Step 3: Screw in the security 
screws un5l they are 5ght. We 
recommend a torque seIng of 
1.2Nm. This helps prevents 
distor5on of the base surface. 
We supply a pre-set torque 
adapter, T20 security bit and 
handle set to ensure the 
correct seIng is achieved 
during installa5on. 
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