
 

Safezone/Cronacare Conduit Terminal Adapter - Galvanised Box 

  

Cronapress Conduit Terminal Adapter designed to allow robust surface mounted cable runs to fit directly to the Safezone/Cronacare Panic 
Alarm strips. The single entry terminal box accepts 19mm diameter galvanised conduit. The entry point can be rotated on the centre screw to 
allow Right or LeE hand cable entries coupled with Top or BoGom opHons. AlternaHvely 25mm conduit can be accommodated by special order 
request or mulH point entry/exit juncHons boxes or screw threaded conduit fixing. The galvanised box as supplied is not 100% waterproof. To 
achieve IP65 raHng of the cabling we suggest making sure any water ingress can easily ‘exit’ by way of a hole drilled at the base point. All 
terminaHons within the box must be made using our recommended IP65 method. (Bullet crimp over-covered with heat shrink glue boot) 

FiXng method. Start by marking the screw fiXng holes for the base moulding. BuG the base moulding against the strip and follow the same 
centre line. 6 x holes will be needed. 4 x for the moulding itself and the remaining 2 x for the end cap. Note the end cap needs appropriate wall 
plugs, it is insufficient to use the moulding alone. (This being different to our standard end cap that has a threaded stainless base.) To gain 
access to all holes the galvanised terminal box will need to be removed. Take note of all fixings posiHons, set aside safely for future use. 

Refit the base onto the pre-drilled wall with the alarm strip contact wires and L.E.D. posiHoned in the channels moulded on the  reverse. Next 
thread this wiring through the pre-drilled hole in the terminaHon box and re-fit using the fixings combinaHon as supplied. 

TerminaHon to the alarm cable can then be made within the box.  

Lastly the alarm strip end cap can be fiGed. 3.5 x 38  T-10 Pin Torx security screws are supplied in the kit for this purpose.  

Marxman paint markers recommended for quick and accurate drill point marking.  

 

 


