
 

‘Cronapress’ IP67 External Panic Alarm Mushroom Bu<on. 

Specially designed for easy fitment and ensuring IP67 without further modifica;on. The nickel plated 
brass gland is manufactured to IP68 standard and accepts generic 20mm steel or plas;c conduit. The 
cast aluminium box with rubber face seal has a manufacturers claim to not only be IP68 rated but be 
capable of withstanding ‘explosion’. The fixing holes are external to the seal and make sure the IP68 
ra;ng is not compromised. The 22mm Red Anodised Mushroom Switch has an integral L.E.D. that 
reflects the alarm status once connected to the Cronapress Alarm System. Stainless fiNng screws and 
Rawl plug Brown Duo plugs are supplied for fiNng the box to most wall substates. The Mushroom 
switch is fiPed with a 1k2 resistor which crosses the N/O contacts as standard. Other switches are 
available by special order. 

Special FiNng Note 1 -.IP67 Gland Nut. A laser cut Stainless Steel 304 Grade open ended wrench is 
supplied in the kit. This will ensure firstly that the gland seal is ;ghtened sufficiently and secondly 
that no damage occurs to the Nickel Pla;ng from incorrectly fiNng tools.  

The wall fixing screws are Stainless Pozi-drive head type.  

Conduit IP67. We advise that any conduit joints/bends etc are sealed as per the conduit 
manufacturers instruc;ons. All breaks in the conduit run are a poten;al leak point and should have 
the appropriate weatherproof seal.  

Special FiNng Note 2 - A length of Flexi wired tubing and Ty wrap is provided in the switch kit to form 
an upturned U bend which will resist rain from entering the conduit open top should a straight run 
upwards has been fit. 

                  

 

Wiring. Red – Posi;ve.  Black – Nega;ve.  Matching Colour – Switch 
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