
 

22mm Red Mushroom. 8mm L.E.D. 1K2 E.O.L. 

ALARM PANIC 
Descrip(on – Red 22mm Mushroom Bu/on mounted on a single gang stainless plate. The mushroom bu/on is configured to work within or as a stand alone 
Cronapress alarm zone by way of the fitment of a 1k2 resistor across the N/O contacts to manage E.O.L.  Requires a 35mm back box (supplied) and Torx security 
fiNng screws. The stainless plate also contains a Red 8mm 12v L.E.D. to interact with the Cronapress Panic Alarm systems illuminaTon feature. 
General Maintenance of the Alarm Panic Bu8on - The Cronapress Panic Alarm Button in a simple switch that should require little or no regular maintenance, 
only regular inspection for accidental damage, and scheduled testing of the system. 
Regular inspection should be on the lookout for - Damaged Bu/on, L.E.D. indicator, missing screws or loose mount. LED illumination is operational and working 
Normal operaTon of the Panic Alarm bu/on when acTvated. 
 

 
 

 
 
 

 
 
 
General Information Dimensions 87.5 x 87.5mm x 35mm 
Wire Gauge Up To 2.5mm Weight 173g  
Construction Material Stainless Steel Fascia & ABS Button 
Configured for N/O with E.O.L resistor 1k2 (Cut if not required) 
Red 8mm L.E.D. 12 volt. 
Output Type Clean Contact  
Environment Ingress Protection IP55 Component  
Supplied Fixing Screws and terminal block  
35mm pattress box (required)  
 
Note - Also available Brush Stainless look Pattress box cover for surface mounting. 
 
Any work or inspection of the switch internally should only be undertaken by a qualified electrical engineer. 

 

 
C O N TA C T  D E TA I L S  Cronapress Ltd, Parkside Works, Otley Road, Guiseley, Leeds LS20 8BH, UK 

Phone: 01943 876 600 Email:   
 

L.E.D. 12v. 
Not polarity sensi>ve 

12v dc. Polarity Sensi4ve. Switch Leads. N/O Crossed 
with 1k2 resistor E.O.L. Cut if 

not required. 


