
 

Fi#ng Surface Mount Switch Plates surrounds with Conduit Adapter 
The Cronapress N.H.S. approved conduit is not only a clean, robust and cost effec;ve method to route wiring to a 
Safezone or Cronacare Panic Alarm Switch it is now suitable to be used on a Surface Mount PaDress Switch Plate by 
using the Unique Cronapress Adapter Surround. 

The Adapter Surround is available in 3 x sizes to suit 15mm, 25mm and 35mm deep paDress boxes.   This 
accommodates most switches, buDons and L.E.D. indicator lights used in safety alarm systems. 

FiPng the paDress box and conduit using the following method will ensure a sa;sfactory result. 

1) Screw paDress back box in posi;on and posi;on the paDress conduit adapter with the entry point facing 
cable run. In most cases this will be upwards unless special order manufacture has been requested. 

2) A measurement of conduit length can now be taken for cuPng top and boDom to finished size. This 
measurement is from the top of the paDress box to the ceiling or junc;on box. (see illustra;on below) Not 
the top lip of the adapter 

3) Once the conduit base has been cut it can be screwed in posi;on. Placing it inside the lip of the adapter 
before marking drill holes. 

4) Finalise wiring before applying 3m sealing tape and Conduit top. 
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Conduit cut length 
– Box to ceiling 


