
	
  

Conduit	
  Fittings.	
  Pictorial.	
  

	
  

Cronapress	
  Conduit	
  End	
  Cap	
  Entry	
  point	
  options	
  include–	
  	
  

Left	
  hand	
  top	
  exit,	
  Right	
  hand	
  top	
  exit,	
  Left	
  hand	
  side	
  exit,	
  right	
  hand	
  side	
  exit,	
  Left	
  hand	
  bottom	
  
exit,	
  Right	
  hand	
  side	
  bottom	
  exit.	
  	
  

Conduit	
  Ral9001	
  Powder-­‐coated	
  Finish.	
  (Norfolk	
  &	
  Suffolk	
  Health	
  Care	
  Trust	
  Anti-­‐ligature	
  approved)	
  
Accepts	
  2	
  x	
  Cat5	
  type	
  8	
  x	
  core	
  alarm	
  cables.	
  	
  

3M	
  Double	
  Sided	
  Foam	
  Adhesive	
  and	
  3M	
  degreasing	
  wipes.	
  	
  

Conduit	
  fittings	
  Ral9001	
  Powder	
  Coated	
  Finish	
  CNC	
  milled	
  complete	
  with	
  Stainless	
  Pin	
  Torx	
  security	
  
screws	
  options	
  include	
  –	
  

Corner	
  90deg	
  bend	
  internal,	
  Corner	
  90deg	
  bend	
  external,	
  Conduit	
  long	
  run	
  joining	
  piece,	
  Conduit	
  
ceiling	
  finishing	
  piece.	
  Conduit	
  90deg	
  bend	
  flat.	
  


