
	
  

IP65	
  Sealing.	
  Pictorial.	
  

	
  

Requires	
  the	
  use	
  of	
  the	
  Safezone	
  IP65	
  End	
  Cap.	
  Available	
  in	
  the	
  following	
  options	
  –	
  

Wired	
  (Standard).	
  	
  E.O.L	
  resistor	
  (Standard	
  1k2	
  or	
  supplied	
  to	
  customer	
  value).	
  	
  Wired	
  return	
  lead	
  
(supplied	
  to	
  customer	
  spec	
  length).	
  Conduit	
  wired	
  (Includes	
  all	
  Conduit	
  Entry	
  options)	
  

Cut	
  insert	
  oversize	
  by	
  10mm	
  each	
  end.	
  	
  

Insert	
  wiring	
  bung	
  into	
  insert	
  10mm.	
  This	
  firstly	
  creates	
  the	
  required	
  cavity	
  for	
  the	
  Silicone	
  Sealer,	
  
and	
  secondly	
  positions	
  the	
  contact	
  point	
  of	
  the	
  electrical	
  connection	
  under	
  the	
  pressure	
  point	
  of	
  the	
  
cap.	
  

Seal	
  with	
  Dow	
  Corning	
  798	
  Silicone	
  Sealer.	
  	
  

Note	
  -­‐	
  Dow	
  corning	
  798+	
  cold	
  and	
  clean	
  room	
  sealant	
  is	
  a	
  bacteria-­‐resistant	
  neutral	
  silicone	
  sealant.	
  
It	
  contains	
  and	
  food	
  grade	
  fungicide	
  to	
  resist	
  mould	
  growth	
  and	
  protects	
  against	
  bacteria	
  growth,	
  
MRSA,	
  e.	
  Coli	
  and	
  Salmonella.	
  Making	
  it	
  ideal	
  for	
  use	
  in	
  hospitals	
  and	
  clean	
  rooms	
  as	
  well	
  as	
  
commercial	
  premises.	
  It	
  has	
  excellent	
  adhesion	
  to	
  both	
  porous	
  and	
  non-­‐porous	
  substrates	
  including	
  
most	
  plastics	
  and	
  sensitive	
  metals	
  such	
  as	
  copper.	
  


